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Important information

All current safety regulations and guidelines must be observed in those countries where our 
products are used.
 
The photos shown in this brochure feature construction sites in progress. For this reason, safety 
and anchor details in particular cannot always be considered as conclusive or final. These are 
subject to the risk assessment carried out by the contractor.
 
In addition, computer graphics are used which are to be understood as system representations. 
For ensuring a better understanding, these and the detailed illustrations shown have been parti-
ally reduced to certain aspects. The safety installations which have possibly not been shown in 
these detailed descriptions must nevertheless be available.
 
The systems or items shown might not be available in every country.
 
Safety instructions and load specifications are to be strictly observed at all times. Separate 
structural calculations are required for any changes to and deviations from the standard design 
data.
 
The information contained herein is subject to technical changes in the interests of progress. 
Errors and typographical mistakes reserved.
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RUNDFLEX Plus
The new generation of circular formwork
for radii greater than 2.50 m

With the PERI RUNDFLEX Plus form-
work system, circular walls can be 
constructed extremely safely and 
with high quality. Every radius from 
2.50 m is continuously adjustable. 
This saves on costly formwork modi-
fi cations if different radii are to be 
formed.  

Easy to use along with the quick adjust-
ment of different radii are the main 
focus of the RUNDFLEX Plus system. 
In addition, the complete working and 
concreting scaffold programme provi-
des extremely safe working conditions 
with platforms, guardrails and access 
ladders. With RUNDFLEX Plus, the 

formlining to a large extent is screwed 
on at the rear. This results in very high-
quality concrete surfaces without any 
screw or rivet impressions. Only for 
those areas close to the bottom is a 
30 cm high formlining strip mounted 
end-to-end. This can be replaced very 
easily when worn.

Effi cient
 Low number of spindles, easy 

adjustment of radii, fast connec-
tions and extensions

Fewer anchors
 Only 0.54ties per m² of wall; as 

an option, anchoring above the 
top edge of the panel saves one 
layer of ties in the concrete

Safe
 Effi cient working operations with 

a complete platform system
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Assembly of the accessories is carried out on 
the horizontally-positioned panel. During the 
moving procedure, everything remains moun-
ted in position.

With the appropriate platforms, guardrails and 
access ladders, safe working and concreting 
scaffolds can be realized.
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Efficient
Low number of spindles, easy adjustment of radii, 
fast connections and extensions

The low number of spindles and the 
simple, exact adjustment of the radii 
make RUNDFLEX Plus particularly 
cost-effective. For panel connections, 
the proven BFD Alignment Coupler is 
used. Extensions up to heights of 
8.40 m are possible. 

Adjustment of the radii
With the Combi Ratchet Spanner SW 24, 
the RUNDFLEX Plus panels are quickly 
adapted to match the required radius. 
Rough adjustment is carried out by 
measuring the waler spacing. For the 
subsequent fine adjustment, a template 
is used.

Panel connections
The BFD Alignment Coupler connects 
the RUNDFLEX Plus panels quickly and 
continuously. Filler timber up to 10 cm 
thick can also be installed. 

Ratchet Spanner SW 24 „Combi“

The BFD coupler ensures that the regular panel 
joints connections are flush, aligned and tight.

Fine adjustment: with the help of a template, 
panels are accurately adjusted to suit the 
 required radius.

The BFD Alignment Coupler can also be used 
with filler timber up to 10 cm thick.

Rough adjustment: thanks to the special design of the RUNDFLEX Plus, only very 
few spindles have to be used. Adjustments of or changes to the radii can also be 
carried out with completely mounted platforms.
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Panel extensions
RUNDFLEX Plus can be extended in in-
crements of 60 cm up to a height of 
8.40 m with the Extension Coupler RFP. 
Assembly is carried out horizontally al-
so for heights over 8.40 m. In this case, 
the formwork is separated into 2 parts - 
after extending as well as adjusting the 
radius. The bottom part is placed in po-
sition and secured with push-pull props; 
subsequently, the upper unit is vertical-
ly stacked.

For assembling the one-piece Extension Coup-
ler RFP, only the Combi Ratchet Spanner SW 24 
is necessary.

RUNDFLEX Plus can be exten-
ded in 60 cm increments.

The rigid and non-slip extensions allow large-
sized transportable units to be realized. 

780

840

420

480

540 

600 

660 

720

240

300

360

180

120
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High-quality concrete surfaces
Through a regular tie and joint arrangement

The regular tie and joint pattern as 
well as the high-quality FinPly form-
lining sheets, which is normally scre-
wed on at the rear, guarantee high-
quality concrete surfaces.

The RUNDFLEX Plus panels are available 
in 5 heights (1.20 m, 1.80 m, 2.40 m,    
3.00 m and 3.60 m), as well as 2 widths 
- always as internal and external panels. 
The well thought-out design with con-
tinuous rigidly connected walers - by 
means of 2 bolts in each case - allows 

perfect curvatures also for large radii  
without requiring any additional 
measures. This makes the formwork 
insensitive to differences in the pouring 
height during concreting.

For the formlining, a special version of 
PERI FinPly complete with a 1.6 mm 
thick polypropylene coating on the con-
creting side is used. This high-quality, 
18 mm thick sheeting guarantees a 
high number of re-uses.
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High-quality concrete surfaces
The formlining is to a large extent 
screwed on at the rear which ensures 
excellent concrete surfaces. The only 
exception is a 30 cm high formlining 
strip in the bottom area of the panels. 
This is continuously mounted in order 
to ensure that fast replacement is pos-
sible in cases of wear.

Permissible fresh concrete pressure
PERI RUNDFLEX Plus has been designed 
for a fresh concrete pressure of 60 kN/m² 
according to DIN 18202, Table 3, Line 6. 
This allows fast concreting operations.
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Safe
Efficient working operations with a complete  
platform system

With the RUNDFLEX Plus, all concre-
ting and working platforms consist 
of system components. As a result, 
the formwork can be adjusted to suit 
all radii.

Assembly of the platforms is carried 
out on horizontally-positioned panels. 
Once installed, the panels can be mo-
ved together with the platforms and 
push-pull props. Also during loading and 
transportation, the platforms remain 
mounted to the formwork elements;   
for these operations, they are simply 
folded down.

Instead of the complete platform sys-
tem, individual brackets with guardrail 
holders - plus planking as well as guard-
rail boards supplied by the contractor - 
can also be used.
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Standard platform solution
For all working platforms on the inter-
nal as well as external formwork, sui-
table system components are availa-
ble as standard.

Outer platform
Platform RFP A with Access Hatch
Platform RFP A without Access 
Hatch

Inner platform
Platform RFP I with Access Hatch
Platform RFP I without Access 
Hatch

Front guardrails for ex-
ternal and internal form-
work
RFP A and RFP I

Access ladder
Ladder RFP 90
Ladder RFP 180

Ladder holder at the 
base point
Ladder Support RFP
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Well thought-out details
Facilitates easy and simple working on the jobsite

Fewer anchors
Depending on the panel combination, 
only 0.54 anchors are required per m² 
of wall area. Anchoring takes place 
through the walers which are rigidly 
fixed to the panels. As a result, 
 RUNDFLEX Plus does not require any 
additional distribution walers. 

For 2.50 m wide panels, only 2 anchors 
are necessary. In order to reduce the 
number of tie points in the concrete, 
the ties in the topmost row of walers 
can be omitted and arranged above the 
formwork instead.

For moving the panels, the ties are simply 
inserted in the hat profile.

The anchor above the formwork saves on the 
amount of work required and costs especially 
for watertight structures.

Integrated Brace Connector
The connections for the Push-Pull Props and Kickers are located on the panel 
walers or platform system. Additional components are not necessary. 

Brace Bracket
If individual brackets are used and seve-
ral platforms are positioned one above 
the other, the Push-Pull Prop is moun-
ted on the Brace Bracket RFP. As a re-
sult, the Push-Pull Prop does not collide 
with platforms positioned below, and 
there a barrier-free passage is realized.

All RUNDFLEX Plus panels have integrated 
 Brace Connectors.

Also for fixing the Kickers, no additional compo-
nents are needed.

The Brace Bracket RFP is mounted on the hat 
profile. It allows the assembly of a working 
and concreting scaffold as well as connecting 
Push-Pull Props outside the waler lines.

When using the RFP Platform, the Push-Pull 
Props are attached directly to the platform itself.
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Crane suspension
For moving the elements, the Crane 
Hook RFP is used which has a load-
bearing capacity of 1.5 t. When an-
choring above the panel it is also the 
Top Tie Bracket.

Covering
The Slide Plate RFP serves as pro-
tection against soiling (above) and as 
a sliding surface (below). By means 
of the captive wedge, the plate is 
quickly mounted.

Crane Hook RFP

Slide Plate RFP

Optimized logistics
The low overall height of the 
 RUNDFLEX Plus panels of only   
26 cm saves space during trans-
portation and storage. Depending   
on the truck, up to 8 panels can be 
stacked on top of each other.
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Construction site-compliant solutions
For cost-effective use of materials

Stopend formwork
On the edge profile of the RUNDFLEX 
Plus, TRIO stopend panels can be used. 
However, conventional jobsite solutions 
are also simple to implement.

Stopend formwork provided by the con-
tractor can be mounted on the edge 
profiles of the RUNDFLEX Plus panels 
by means of walers and stopend ties or 
hook ties.

TRIO Stopend Panels MT/MTF allow 
the installation of water stops as well 
as execution of the reinforcement work 
at the same time. The TRIO Stopend 
Panel MT/MTF is mounted using the 
Alignment Coupler BFD.
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Connection RUNDFLEX Plus with 
MAXIMO, TRIO or RUNDFLEX
With the BFD Alignment Coupler, the 
RUNDFLEX Plus panels can be con-
nected to MAXIMO or TRIO. The cen-
trally-arranged tie points in the 
 MAXIMO panel formwork results in a 
regular joint pattern - horizontally and 
vertically. Coupling with RUNDFLEX is 
possible for radii of 1.00 m and more.

Use with single-sided formwork
RUNDFLEX Plus panels can be moun-
ted on Brace Frames A0, A, B using the 
SB-A, B, C / RFP connections. The units 
consisting of formwork and brace fra-
mes can be be moved by crane in one 
lift.

SB-A, B, C / RFP connections



RUNDFLEX Plus Circular Formwork
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 Item no. Weight kg

112460
112565
112590
112610
112615

316,000
381,000
447,000
512,000
669,000

Outside Panels RFP A 250
Outside Panels RFP A 250 x 120
Outside Panels RFP A 250 x 180
Outside Panels RFP A 250 x 240
Outside Panels RFP A 250 x 300
Outside Panels RFP A 250 x 360
Ready-to-use formwork panel for circular 
structures.

Technical Data
Minimum radius 2.0 m. 
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 Item no. Weight kg

112630
112635
112640
112650
112655

300,000
365,000
430,000
494,000
644,000

Inside Panels RFP I 240
Inside Panels RFP I 240 x 120
Inside Panels RFP I 240 x 180
Inside Panels RFP I 240 x 240
Inside Panels RFP I 240 x 300
Inside Panels RFP I 240 x 360
Ready-to-use formwork panel for circular 
structures.

Technical Data
Minimum radius 2.0 m. 
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 Item no. Weight kg

112738
112530
112740
112741
112742

157,000
192,000
228,000
264,000
340,000

Outside Panels RFP A 125
Outside Panels RFP A 125 x 120
Outside Panels RFP A 125 x 180
Outside Panels RFP A 125 x 240
Outside Panels RFP A 125 x 300
Outside Panels RFP A 125 x 360
Ready-to-use formwork panel for circular 
structures.

Technical Data
Minimum radius 2.0 m. 
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 Item no. Weight kg

112745
112747
112750
112753
112755

148,000
183,000
219,000
254,000
326,000

Inside Panels RFP I 120
Inside Panels RFP I 120 x 120
Inside Panels RFP I 120 x 180
Inside Panels RFP I 120 x 240
Inside Panels RFP I 120 x 300
Inside Panels RFP I 120 x 360
Ready-to-use formwork panel for circular 
structures.

Technical Data
Minimum radius 2.0 m. 
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 Item no. Weight kg

112315   3,570 Slide Plate RFP
As slide plate as well as covering for the top-hat 
profile with RUNDFLEX Plus panels.

Complete with
1 pc. 112301 Waler RFP galv.
1 pc. 022230 Cotter Pin 5/1, galv.

241

91
21

15
2

112298  12,200 Crane Hook RFP
For transporting RUNDFLEX Plus panels by crane.

Complete with
2 pc. 112301 Waler RFP galv.
2 pc. 022230 Cotter Pin 5/1, galv.
Note
Follow Instructions for Use!
Technical Data
Permissible load-bering capacity 1.5 t.

281

36
3

18
2

107998   4,700 Adjusting Spindle RFP 500
For connecting RUNDFLEX Plus panels when they 
are moved in units.

Complete with
2 pc. 022230 Cotter Pin 5/1, galv.

500

SW 24

023500   4,580 Alignment Coupler BFD, galv.
For all panel connections for MAXIMO, TRIO and 
RUNDFLEX. Fillers up to 10 cm.

Technical Data
Permissible tension force 20.0 kN.

16
4

288 259

55 max 220
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 Item no. Weight kg

112325   5,270 Scaffold Bracket RFP 80
For assembly of a working and concreting scaffold 
with RUNDFLEX Plus panels. With nailing batten. 
Mounted on top-hat or edge profiles.

Technical Data
Permissible load 150 kg/m2 with maximum width 
of influence 1.25 m.

684

54

10
0

24
2

799

Ø50

113629   7,410 Extension Splice RFP
For assembly on the edge profile when extending 
120 cm high panels if these are used as sub-
panels and with only one row of ties.

Note
1 piece per edge profile.

70
0

103 108

111960  16,900 Extension Coupler RFP
For extending RUNDFLEX Plus panels: large 
panels up to max. 8.40 m 
Half-sized panels up to max. 6.60 m.

Note
1 piece per cap profile.

60
0 260

20
7

SW 24
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 Item no. Weight kg

021790   1,000 Ratchet Spanner SW 24 "Combi"
For adjusting RUNDFLEX panels and Cantilevered 
Parapet Platform GKB.

Note
Length approx. 500 mm.

.

110633   5,950 Guardrail Post RFP
As safety equipment when using guardrail handrail 
boards supplied by contractor.

13
03

10
43

19
0

46
0

21
0

48,3Ø 89

112301   1,610 Waler RFP galv.

366

65

Ø25 Ø12

15

112306  21,200 Brace Bracket RFP
For connecting push-pull props outside of the 
waler line and for assembly of a work and concre-
ting scaffold with RUNDFLEX Plus panels. With 
nailing batten. Mounted to top hat profile.

Complete with
2 pc. 112301 Waler RFP galv.
2 pc. 022230 Cotter Pin 5/1, galv.
1 pc. 027170 Pin Ø 16 x 42, galv.
1 pc. 018060 Cotter Pin 4/1, galv.
Technical Data
Permissible load 150 kg/m2 with maximum width 
of influence 1.25 m.

54

27
2

31
0

850

Ø51

694
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 Item no. Weight kg

103718   0,684 Ladder Hook, galv.
For adjusting the bottom ladder. 
Always use in pairs.

Complete with
2 pc. 710266 Bolt ISO 4017 M12 x 25-8.8, galv.
2 pc. 710381 Nut ISO 7042 M12-8, galv.

33
0 SW 19

051460   2,180 Ladder Base, galv.
As bottom ladder connection and for securing 
ladders against sliding on the scaffold decks.

405

21
0

50

051410  11,700 Ladder 180/6, galv.
As access for PERI formwork systems.

Complete with
4 pc. 710224 Bolt ISO 4017 M12 x 40-8.8, galv.
4 pc. 710381 Nut ISO 7042 M12-8, galv.

14905 x 298 = 83

1960

45
0

SW 19

109411   6,450 Ladder Connector RFP
For connecting ladders at RUNDFLEX Plus panels. 

Complete with
2 pc. 710266 Bolt ISO 4017 M12 x 25-8.8, galv.
2 pc. 701763 Clamping Plate Fl 25 x 10 x 90

600

452

27
0
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 Item no. Weight kg

115859 130,000 Platform RFP  A with hatch
As working and concreting platform for 
RUNDFLEX Plus, foldable. For external formwork.

Complete with
1 pc. 115283 End Handrail Frame RFP left
1 pc. 115287 End Handrail Frame RFP right
Technical Data
Permissible load 150 kg/m2.

11
13

14
43

1230min      max 1760

1824

1041

109420  27,000 Ladder Safety Cage RFP 200
Ladder safety cage for access ladders with exit on 
the side.

Complete with
4 pc. 710266 Bolt ISO 4017 M12 x 25-8.8, galv.
4 pc. 701763 Clamping Plate Fl 25 x 10 x 90

20
00 710

70
4

104132
051450

 15,600
 25,200

Ladder Safety Cages, galv. 
Ladder Safety Cage 75, galv.
Ladder Safety Cage 150, galv.
Ladder safety cage for PERI access ladders.

Complete with
4 pc. 710266 Bolt ISO 4017 M12 x 25-8.8, galv.
4 pc. 701763 Clamping Plate Fl 25 x 10 x 90

75
0

/1
50

0

710

70
4

SW 19
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 Item no. Weight kg

115111  88,700 Platform RFP I without hatch
As working and concreting platform for 
RUNDFLEX Plus, foldable. For internal formwork.

Technical Data
Permissible load 150 kg/m2.

704min   max 1110

1423

11
13

14
43

1040

115861 111,000 Platform RFP I with hatch
As working and concreting platform for 
RUNDFLEX Plus, foldable. For internal formwork.

Complete with
1 pc. 115283 End Handrail Frame RFP left
1 pc. 115287 End Handrail Frame RFP right
Technical Data
Permissible load 150 kg/m2.

11
13

14
43

1423

min 704   max 1110 1040

115101 107,000 Platform RFP A without hatch
As working and concreting platform for 
RUNDFLEX Plus, foldable. For external formwork.

Technical Data
Permissible load 150 kg/m2.

11
13

14
42

1230min      max 1760

1824

1039
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 Item no. Weight kg

114871
114870

  4,900
  8,540

Ladders RFP
Ladder RFP 90
Ladder RFP 180
As access for Platform Systems RFP.

195 6002 x 300 = 

895 165

35
4

115250  17,800 Front Handrail RFP I
As guardrail for the RFP Platform on the concrete 
side. For the internal formwork.

21
55

920

195

115253  18,100 Front Handrail RFP A
As guardrail for the RFP Platform on the concrete 
side. For the external formwork.

21
52

1000

195
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 Item no. Weight kg

115240  15,000 Vertical Strut RFP
For vertical reinforcement of the Platform RFP 
when erecting RUNDFLEX Plus panels 4.80 m 
high and more.

Complete with
1 pc. 027170 Pin Ø 16 x 42, galv.
1 pc. 018060 Cotter Pin 4/1, galv.

3300

13
0

Ø18

115235  16,400 Erection Bracing RFP
As reinforcement of the guardrail for erecting 
RUNDFLEX Plus panels with assembled Platforms 
RFP.

Complete with
1 pc. 027170 Pin Ø 16 x 42, galv.
1 pc. 018060 Cotter Pin 4/1, galv.

1420

38
0

19
7

Ø17

114840   4,380 Stacking Aid RFP
For stacking and transportation of RUNDFLEX Plus 
panels with mounted and folded 
Platforms RFP.

Complete with
1 pc. 027170 Pin Ø 16 x 42, galv.
1 pc. 018060 Cotter Pin 4/1, galv.

27
1

280 179

115226   7,810 Ladder Strut RFP
Bracket at the base for Ladders RFP 90 and 180.

Complete with
1 pc. 112301 Waler RFP galv.
1 pc. 022230 Cotter Pin 5/1, galv.

821

42
5

11
0



RUNDFLEX Plus Circular Formwork

26

 Item no. Weight kg

117468  23,000 Push-Pull Prop RS 450, galv. 
Extension length l = 2.80 – 4.50 m. 
For aligning PERI formwork systems and precast 
concrete elements. 

Note
Permissible load see PERI Design Tables. 

min 2800     max 4500

2670

73
ØØ21

Ø48,3

Ø17

9

117467  15,500 Push-Pull Prop RS 300, galv. 
Extension length l = 1.90 – 3.00 m. 
For aligning PERI formwork systems and precast 
concrete elements. 

Note
Permissible load see PERI Design Tables. 

min 1900     max 3000

1773

64
,5

Ø

Ø21

Ø48,3

9

Ø17

118238  12,200 Push-Pull Prop RS 260, galv. 
Extension length l = 2.30 – 2.60 m. 
For aligning PERI formwork systems and precast 
concrete elements. 

Note
Permissible load see PERI Design Tables. 

min 2300     max 2600

60
,6

Ø2178

Ø21

9

Ø17

Ø48,3

117466  10,600 Push-Pull Prop RS 210, galv. 
Extension length l = 1.30 – 2.10 m. 
For aligning PERI formwork systems and precast 
concrete elements. 

Note
Permissible load see PERI Design Tables. 

1300min      max 2100

Ø21

1178

60
,6

Ø

9

Ø17

Ø48,3
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 Item no. Weight kg

103800 271,000 Push-Pull Prop RS 1400, galv.
Extension length l = 6.40 – 14.00 m. 
For aligning PERI formwork systems.

Note
Permissible load see PERI Design Tables. 
Chain can be operated from bottom.

6400min      max 14000

6290

400020 x 200 = 400020 x 200 = 

Ø48,3

Ø21 Ø21
Ø17

Ø48,3

10

028990 115,000 Push-Pull Prop RS 1000, galv.
Extension length l = 6.40 – 10.00 m. 
For aligning PERI formwork systems.

Note
Permissible load see PERI Design Tables.

min 6325     max 10000

10

10
2

Ø

Ø21

Ø48,3

Ø21

Ø17

117469  40,000 Push-Pull Prop RS 650, galv. 
Extension length l = 4.30 – 6.50 m. 
For aligning PERI formwork systems and precast 
concrete elements. 

Note
Permissible load see PERI Design Tables. 

4300min      max 6500

88
,9

Ø4140

Ø21

Ø48,3

Ø17
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 Item no. Weight kg

028020  22,000 Push-Pull Prop RSS II
Extension length l = 2.91 – 3.80 m. 
For aligning PERI formwork systems.

Note
Permissible load see PERI Design Tables.

min 2910     max 3800

Ø16,5Ø16,5
2775

Ø32

10

70
Ø

15

113397   1,600 Spindle Handle RSS / AV

196

17
9

130

028010  17,900 Push-Pull Prop RSS I
Extension length l = 2.05 – 2.94 m. 
For aligning PERI formwork systems.

Note
Permissible load see PERI Design Tables.

2050min      max 2940

1915

Ø16,5

10

Ø32

70
Ø

117343   3,250 Base Plate-2  for RS 210 – 1400, galv.
For assembly of Push-Pull Props RS 210, 260,  
300, 450, 650, 1000 and 1400. 

Complete with
2 pc. 105400 Pin Ø 20 x 140, galv.
2 pc. 018060 Cotter Pin 4/1, galv.

261

10
6

52

64

Ø21

124777   0,210
Accessories
Anchor Bolt PERI 14/20 x 130
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 Item no. Weight kg

057087
057088

  3,720
  4,410

Kickers AV
Kicker AV 82
Kicker AV 111
For aligning PERI formwork systems.

 min. L max. L 
 500 820 
 790 1110 
Complete with
1 pc. 027170 Pin Ø 16 x 42, galv.
1 pc. 018060 Cotter Pin 4/1, galv.
Note
Permissible load see PERI Design Tables.

min 790     max 1110
min 500     max 820

38
Ø

390

10 10

Ø16,5

Ø30

Ø16x42

690

106000   1,820 Base Plate-2 for RSS, galv.
For assembly of RSS Push-Pull Props.

Complete with
1 pc. 027170 Pin Ø 16 x 42, galv.
1 pc. 018060 Cotter Pin 4/1, galv.

150

Ø21

Ø11

100 12
85

124777   0,210
Accessories
Anchor Bolt PERI 14/20 x 130

028030  38,400 Push-Pull Prop RSS III
Extension length l = 4.60 – 6.00 m. 
For aligning PERI formwork systems.

Note
Permissible load see PERI Design Tables.

min 4600     max 6000

4399
16,5 16,5

Ø48,3

915

82
,5

Ø



RUNDFLEX Plus Circular Formwork
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 Item no. Weight kg

124777   0,210 Anchor Bolt PERI 14/20 x 130
For temporary fixation to reinforced concrete 
structures.

Note
See PERI data sheet!
Drilling Ø 14 mm.

130

SW 24
Ø14

028120  17,000 Kicker AV RSS III
Extension length l = 2.03 – 2.92 m. 
For aligning PERI formwork systems.

Complete with
1 pc. 027170 Pin Ø 16 x 42, galv.
1 pc. 018060 Cotter Pin 4/1, galv.
Note
Permissible load see PERI Design Tables.

min 2030     max 2920

1915
Ø16x42 Ø16,5

Ø32

10 10

70
Ø

108135  12,900 Kicker AV 210
Extension length l = 1.28 – 2.10 m. 
For aligning PERI formwork systems.

Complete with
1 pc. 027170 Pin Ø 16 x 42, galv.
1 pc. 018060 Cotter Pin 4/1, galv.
Note
Permissible load see PERI Design Tables.

min 1280     max 2100

Ø16x42 Ø16,5

Ø36

70
Ø

1171

1010

028110   5,180 Kicker AV 140
Extension length l = 1.08 – 1.40 m. 
For aligning PERI formwork systems.

Complete with
1 pc. 027170 Pin Ø 16 x 42, galv.
1 pc. 018060 Cotter Pin 4/1, galv.
Note
Permissible load see PERI Design Tables.

min 1080   max 1400

38
Ø Ø16x42Ø16,5

Ø30

980

10 10
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02
 PERI S.A.S.
 77109 Meaux Cedex
 peri.sas@peri.fr
 www.peri.fr

03
 PERI AG
 8472 Ohringen
 info@peri.ch
 www.peri.ch

04
 PERI S.A.U.
 28110 Algete - Madrid
 info@peri.es
 www.peri.es

05
 N.V. PERI S.A.
 1840 Londerzeel
 info@peri.be
 www.peri.be

06
 PERI Holding B.V.
 5480 AH-Schijndel
 info@peri.nl
 www.peri.nl

07
 PERI Formwork Systems, Inc.
 Elkridge, MD 21075
 info@peri-usa.com
 www.peri-usa.com

08
 PT Beton Perkasa Wijaksana
 Jakarta 10210
 bpw@betonperkasa.com
 www.peri.com

09
 PERI S.p.A.
 20060 Basiano
 info@peri.it
 www.peri.it

10
 PERI Japan K.K.
 Tokyo 103-0015
 info@perijapan.jp
 www.perijapan.jp

11
 PERI Ltd.
 Rugby, CV23 0AN
 info@peri.ltd.uk
 www.peri.ltd.uk

12
 PERI Kalip ve Iskeleleri Sanayi  
 ve Ticaret Ltd.
 Esenyurt / İstanbul 34510
 info@peri.com.tr
 www.peri.com.tr

13
 PERI Kft.
 1181 Budapest
 info@peri.hu
 www.peri.hu

14
 PERI Formwork Malaysia Sdn. Bhd.
 43300 Seri Kembangan, 
 Selangor Darul Ehsan
 info@perimalaysia.com
 www.perimalaysia.com

15
 PERI Asia Pte Ltd
 Singapore 387355
 pha@periasia.com
 www.periasia.com

16
 PERI Ges.mbH
 3134 Nußdorf ob der Traisen
 office@peri.at
 www.peri.at

17
 PERI spol. S r.o.
 252 42 Jesenice u Prahy
 info@peri.cz
 www.peri.cz

18
 PERI Danmark A/S
 2670 Greve
 peri@peri.dk
 www.peri.dk

19
 PERI Suomi Ltd. Oy
 05460 Hyvinkää
 info@perisuomi.fi
 www.perisuomi.fi

20
 PERI Norge AS
 3036 Drammen
 info@peri.no
 www.peri.no

21
 PERI Polska Sp. z o.o.
 05-860 Płochocin
 info@peri.com.pl
 www.peri.com.pl

22
 PERIform Sverige AB
 30262 Halmstad
 peri@periform.se
 www.periform.se

23
 PERI (Korea) Ltd.
 Seoul 135-936
 info@perikorea.com
 www.perikorea.com

24
 Pericofragens Lda.
 2790-326 Queijas
 info@peri.pt
 www.peri.pt

25
 PERI S.A.
 B1625GPA Escobar – Bs. As. 
 info@peri.com.ar
 www.peri.com.ar

26
 PERI Formas e
 Escoramentos Ltda.
 Vargem Grande Paulista – SP
 info@peribrasil.com.br
 www.peribrasil.com.br

27
 PERI Chile Ltda.
 Colina, Santiago de Chile
 perichile@peri.cl
 www.peri.cl

28
 PERI România SRL
 077015 Baloteşti
 info@peri.ro
 www.peri.ro

29
 PERI Agency
 2000 Maribor
 peri.slo@triera.net
 www.peri.com

30
 PERI spol. s. r.o.
 903 01 Senec
 info@peri.sk
 www.peri.sk

31
 PERI Australia Pty. Ltd.
 Glendenning NSW 2761
 info@periaus.com.au
 www.periaus.com.au

32
 PERI AS
 76406 Saku vald
 Harjumaa
 peri@peri.ee
 www.peri.ee

33
 PERI Hellas Solely Owned Ltd. 
 194 00 Koropi
 info@perihellas.gr
 www.perihellas.gr

34
 PERI SIA
 2118 Salaspils novads, Rigas rajons
 info@peri-latvija.lv
 www.peri-latvija.lv 

35
 PERI (L.L.C.)
 Dubai U.A.E.
 perillc@perime.com
 www.perime.com

36
 PERI Formwork Systems, Inc.
 Bolton, ON – L7E 1K1
 info@peri.ca
 www.peri.ca

01 Germany
 PERI GmbH
 Rudolf-Diesel-Strasse 19
 89264 Weissenhorn
 info@peri.com
 www.peri.com

France

Switzerland

Spain

Belgium/Luxembourg

Netherlands

USA

Indonesia

Italy

Japan

United Kingdom/Ireland

Turkey

Hungary

Malaysia

Singapore

Austria

Czech Republic

Denmark

Finland

Norway

Poland

Sweden

Korea

Portugal

Argentina

Brazil

Chile

Romania

Slovania

Slovakia

Australia

Estonia

Greece

Latvia

United Arab Emirates

Canada

PERI International
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37
 PERI Lebanon Sarl
 90416 – Jdeideh
 lebanon@peri.de

38
 PERI UAB
 02300 Vilnius
 info@peri.lt
 www.peri.lt

39
 PERI S.A.U.
 Tanger
 info@peri.ma
 www.peri.ma

40
 PERI Formwork  
 Engineering Ltd.
 Rosh Ha‘ayin, 48104
 info@peri.co.il
 www.peri.co.il

41
 PERI Bulgaria EOOD
 1839 Sofia
 peri.bulgaria@peri.bg
 www.peri.bg

42
 Armar ehf.
 220 Hafnarfjörður
 armar@armar.is
 www.armar.is

43
 TOO PERI Kazakhstan
 050000 Almaty
 peri@peri.kz
 www.peri.kz

44
 OOO PERI
 142407, Noginsk District
 moscow@peri.ru
 www.peri.ru

45
 PERI (Pty) Ltd
 7600 Stellenbosch
 info@peri.co.za
 www.peri.co.za

46
 PERI Ukraina
 07400 Brovary
 peri@peri.ua
 www.peri.ua

47
 Egypt Branch Office 
 11341 Nasr City /Cairo 
 info@peri.com.eg
 www.peri.com.eg

48
 PERI – Oplate d.o.o.
 22310 Šimanovci
 office@peri.rs
 www.peri.rs

49
 PERI Cimbras y Andamios,
 S.A. de C.V.
 Estado de México, Huehuetoca
 info@peri.com.mx
 www.peri.com.mx

50
 PERI Repesentative Office
 Baku
 peribaku@peri.com.tr
 www.peri.com.tr

51 
 PERI Kalıp ve İskeleleri
 Aşgabat
 ahmet.kadioglu@peri.com.tr
 www.peri.com.tr

52
 IOOO PERI Belarus
 220100 Minsk
 info@peri.by
 www.peri.by

53
 PERI oplate i skele d.o.o.
 10 250 Luöko-Zagreb
 info@peri.com.hr
 www.peri.com.hr

54
 PERI (India) Pvt Ltd
 Mumbai – 400064
 info@peri.in
 www.peri.in

55
 PERI GmbH - Jordan
 11947 Amman
 jordan@peri.com
 www.peri.com

56
 PERI Kuwait W.L.L.
 13011 Kuwait
 info@peri.com.kw
 www.peri.com.kw

57
 PERI Saudi Arabia Ltd.
 21463 Jeddah 
 info@peri.com.sa
 www.peri.com.sa

58
 PERI Qatar LLC
 P.O.Box: 31295 - Doha
 info@periqatar.com
 www.peri.qa

59
 Sarl PERI
 Kouba 16092, Alger
 info@peri.com
 www.peri.com

60 
 PERI Representative Office
 Tirane
 info@peri.com.tr 
 www.peri.com.tr

61
 PERI Peruana S.A.C. 
 Villa El Salvador, Lima
 contacto@peri.com.pe
 www.peri.com.pe

62
 PERI Panama Inc.
 0832-00155 Panama City
 info@peri.com.pa
 www.peri.com.pa

63
 Pericofragens, Lda.
 Luanda
 renato.portugal@peri.pt
 www.peri.pt

64
 PERI Nigeria Ltd. 
 Lagos
 info@peri.ng
 www.peri.ng
 
65
 PERI (L.L.C.)
 Muscat
 perimct@perime.com
 www.perime.com

66
 PERI S.A.S. Colombia
 Briceño, Cundinamarca
 peri.colombia@peri.com.co  
 www.peri.com.co

67
 PERI-Asia Philippines, INC.
 Makati City
 info@peri.com.ph
 www.peri.com.ph

Lebanon

Lithuania

Morocco

Israel

Bulgaria

Iceland

Kazakhstan

Russian Federation

South Africa

Ukraine

Egypt

Serbia

Mexico

Azerbaijan

Turkmenistan

Belorussia

Croatia

India

Jordan

Kuwait

Saudi Arabia

Qatar

Algeria

Albania

Peru

Panama

 Angola

 Nigeria

Oman

 Colombia

 Philippines



The optimal System for every  
Project and every Requirement

PERI GmbH
Formwork Scaffolding Engineering
Rudolf-Diesel-Strasse 19
89264 Weissenhorn
Germany
Tel. +49 (0)7309.950-0
Fax +49 (0)7309.951-0
info@peri.com
www.peri.com

System-Independent Accessories

Wall Formwork Column Formwork

Slab Formwork Climbing Systems Tunnel Formwork Bridge Formwork

Shoring Systems Facade ScaffoldConstruction Scaffold Industrial Scaffold

Access Protection Scaffold Services
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